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Valve Lockouts

Adjustable Gate Valve 
Lockout
•  Versatile lockout adjusts to fit 1” to 

6-1/2” valve handles, replacing 3 
conventional gate valve lockouts

•   Constructed of rugged injection-
molded polypropylene 

•  Service temps from -13°F to 194°F 

• Supplied with English, Spanish and 
French danger labels

Prinzing Ball Valve Lockout
•  Made from ultra-tuff polypropylene

• Small size locks out pipes 1/2” to 
2-1/2” in diameter

•  Small size can also lock valves OPEN 
on pipes from 1/2” to 1-1/4”in diameter

•  Large size locks out pipes 2” to 8” in 
diameter

Plug Valve Lockout 

• Ideal for difficult-to-secure plug valves 
in compliance with OSHA standards

• Four sizes to fit most 1” to 8” diameter 
manually-actuated plug valves

• Durable and tamper-resistant

• Service temps from -25°F to 200°F

• Compact in size and easy to use

Gate Valve Lockouts
•  Unique knockout center fits OS&Y or 

“rising stem” valves

• Made of rugged injection-molded 
polypropylene 

•  Service temps from –25°F to 200°F

•   Accepts shackles up to 3/8” in dia.

•  Supplied with English, Spanish and 
French danger labels

Standard Ball Valve Lockout
•  Easy to use, single-piece design locks 

quarter-turn ball valves in OFF position

•  Two sizes fit most valves up to 3”

• 65666 is made of super-tough nylon 
(service temp -40° to 248° F)

•  65692, 65669 and 65693 are made of 
powder-coated steel 

Perma-Mount™  
Ball Valve Lockout
•  Retrofit devices stay permanently in 

place at the point of need

• One-time installation is easy to 
complete in just a few minutes

• Available in 2 sizes to fit a full range of 
0.5" to 4" diameter ball valves

Catalog # Description
64057 Adjustable Gate Valve Lockout 

Fits Valve 
Handles Dia. Clear Red Yellow Green Blue

1” to 2-1⁄2” 145581 65560 65590 65595 65585
2-1⁄2” to 5” 145582 65561 65591 65596 65586
5” to 6-1⁄2” 145583 65562 65592 65597 65587
6-1⁄2” to 10” 145584 65563 65593 65598 65588
10” to 13” 145585 65564 65594 65599 65589

Catalog #
Max 
Shackle  
Dia.

Valve Size 
/ Pipe Dia.

Max 
Handle  
Width

Max 
Handle 
Thickness

65666 9⁄32” 1⁄4” to 1” 1-1⁄2” 3⁄4”
65692 3⁄8” 1⁄4” to 1” 1-1⁄2” 3⁄4”
65669 9⁄32” 1-1⁄4” to 3” 2-1⁄10” 11⁄4”
65693 3⁄8” 1-1⁄4” to 3” 1-9⁄10” 11⁄4”

Catalog # Description
113231 Lockout for up to 7⁄8” Stem Dia.
113232 Lockout for 15⁄16” to1-3⁄8” Stem Dia.
113233 Lockout for 1-3⁄4” to 2-1⁄8” Stem Dia.
113234 Lockout for 2-3⁄16” to 2-1⁄2” Stem Dia.

Catalog # Size Color
BS07A-RD Small Red
BS08A-RD Large Red
BS07A-BU Small Blue
BS08A-BU Large Blue
BS07A-GN Small Green
BS08A-GN Large Green
BS07A-YW         Small Yellow
BS08A-YW      Large Yellow

Catalog # Size
121540 Small Perma-Mount Ball Valve Lockout
121541 Large Perma-Mount Ball Valve Lockout
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EZ Panel Loc™ Accessories

Circuit Breaker Lockout

SNAP-ON

For use on Square D 
NQO and other breakers 
that have a hole in the 
switch tongue. Just align 
pins with hole and snap 
closed. Pins prevent 
switch from being thrown.

CLAMP-ON

For use on breakers that do not 
have a hole in the switch tongue. 
Turn thumbscrew to clamp 
lockout securely onto switch, 
then snap the cover closed to 
prevent thumbwheel from being 
loosened.

How EZ Panel Loc System Works

1. Expose the super-bond 
adhesive on back of rail. 
Permanently affix to any 
location on the panel. 

2. Attach the lockout device 
to the breaker and snap into 
locked position.

3. Pass plastic key through 
lock rail and attach lock, 
preventing key from sliding 
down cable and opening 
lockout device.

5. Low-profile lockouts allow 
panel doors to be closed on 
most breaker panels.

4. For group lockouts, run key 
through multiple loops in lock 
rail and apply locks. No hasps 
required! (Not recommended 
for use with multilock hasps)

Covers Most 120V – 277V Breakers!
 The EZ Panel Loc™ System comes in two different styles, 
accommodating an exceptionally wide range of breaker models.

Lockout device is unlocked 
by inserting and turning the 
black plastic key.

EZ Panel Loc™ System
• Works on wide range of breakers, including 

single- and multi-pole configurations

•  Can be used with most padlocks by making 
use of unique lock rail system

• Allows panel door to be closed even when 
lockouts are in place

• Accommodates multiple locks, facilitating 
group lockout activity without hasps

•  Keeps weight off the breakers, protecting 
delicate electrical components from damage

• Positions locks and tags outside the panel, 
making sure lockout activity is clearly visible 
to anyone in the area

• Patent No. 6,727,441
(Not recommended for use with multilock hasps)

Technical Information

•  Lockout devices constructed of high-impact 
Isoplast polymers

•  Cables are 2-ft. in length

•  Lock rails made of durable isoplast polymers 
with acrylic adhesive backing

•  Lock rails available in 4” or 8” lengths 
(with 7 or 15 lock loops)

Spacing Gasket

• For low profile panels, gasket pushes out 
the panel frame adding an additional 3/8” of 
clearance between the panel and the door

• Easy install with self-adhesive backing

• Dimensions: 3/8”D x 1”W x 15’L 

Outer Dimensions (in.) Switch Clearance (in.)
A B C D E

Snap-On Style 0.90” 1.88” 0.74” 0.40” 0.35”
Clamp-On Style 0.95” 2.56” 0.74” 0.35” 0.42”

Catalog # Description   
89256 EZ Panel Loc™ Spacing Gasket

Description 1 Per Pkg 6 Per Pkg
Snap-On Lockout Device 51252 65815
Clamp-On Lockout Device 51254 65810
4” Lock Rail 51256 65814
8” Lock Rail 51258 51260
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Circuit Breaker Lockout

120V Snap-On Breaker 
Lockout
• Designed for 120V breakers with holes 

in the switch tongue

• Quick and easy – just snap in place 
and apply lock!

• Dual cavities accommodate different 
size switch tongues

• Accepts lock shackles up to 9/32” dia. 

• Dimensions: 0.83”H x 0.35”W x 2.15”L

Universal Multi-Pole  
Breaker Lockout
• Single device works with most major 

multi-pole breakers that employ a tie-bar

• Made of durable impact-modified nylon 

• Compatible with GE, ITE, Sylvania, 
Challenger, Bryant, Westinghouse, 
General Switch Co., and more!

• Use thumbscrew to clamp lockout 
securely over tie bar, then insert lock to 
prevent clamp from being loosened

• Patent No. 5,300,740

Oversized Clamp On 
Breaker Lockout
• Oversized 480/600V frame lockout fits 

breaker switches up to 2-1/4” wide and 
7/8” thick

• Made of durable polypropylene and 
glass filled-impact-modified nylon 

• Patent No. 5,500,495

480-600V Breaker Blocker
• Ideal for oversized and irregularly 

shaped switches

• Self-adhesive backed rails are 
permanently installed onto an electrical 
panel – simply clean panel surface 
and adhere – no drilling required!

• Blocking Bars are 7-1/2” long 

• Red blocking bar indicates locked off, 
green bar indicates locked on

Clamp-On Breaker Lockout 
• Extremely versatile – works on a wide 

range of single-pole and internal-trip 
multi-pole breakers!

• Use thumbscrew to clamp lockout onto 
switch tongue, then pull cover over 
thumbscrew and lock in place to prevent 
clamp from being loosened

• Accepts lock shackles up to 9/32” dia.

• Included detachable cleats expand the 
range of applicable breakers

Catalog # Description Qty.

65387 120V Snap-On Circuit Breaker 
Lockout 1

65688 120V Snap-On Circuit Breaker 
Lockouts 6

Catalog # Description Qty.
66321 Universal Multi-Pole Breaker Lockout 1
66320 Universal Multi-Pole Breaker Lockouts 6

Catalog # Description Qty.
65329 Oversized Breaker Lockout 1
65321 Oversized Breaker Lockout 6

Catalog # Description Qty.
90892 7.6” Red Blocking Bar  5
90893 7.6” Green Blocking Bar 5
51264 4” Yellow Mounting Rails 2
51265 Blocking Bar Holder 5
90891 Breaker Block Kit* 1

*Kit includes 2 yellow mounting rails, 1 red 
blocking bar, 1 green blocking bar and 3 alcohol 
wipes.

Catalog # Description Qty.
65396 120/277V Clamp-On Lockout 1
65965 120/277V Clamp-On Lockout 6
65397 480/600V Clamp-On Lockout 1
65966 480/600V Clamp-On Lockout 6
65404 Extra Cleats For 120/277V Lockout 6
65406 Extra Cleats For 480/600V Lockout 6

 FREE DOWNLOAD: 
Safety Professional’s 
Expanded Guide to 

Lockout Tagout

In our free guide, you’ll learn:

• What lockout tagout means for you

• 6 essential elements of compliance

• The cost of non-compliance

• Evaluating your current program

• Achieving world-class standards. 

Download now at: 
BradyID.com/lockouttagout
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Circuit Breaker Lockout

Pin-Out 
Standard (POS)

Pin-In 
Standard (PIS)

Pin-Out Wide 
(POW)

Tie-Bar Lockout 
(TBLO)

Miniature Circuit Breaker Lockouts
• A safe and effective method for locking out 

miniature circuit breakers, commonly used in 
European and Asian equipment

• NO TOOLS required for installation! The Lockout 
is easily installed with a push button.  Tie Bar style 
lockouts have a convenient thumb wheel for quick 
application..

• Available for single and multi-pole breakers

• Lock with Brady Safety Padlocks (not included).  
Devices can support padlocks with a shackle 
diameter up to 9/32”

• Material: Glass-filled nylon

4 Different types:

• POS - Pin Out Standard

• PIS - Pin In Standard

• POW - Pin Out Wide

• TBLO - Tie Bar Lockout

Miniature Circuit Breaker Compatibility Chart

Catalog # Type Qty.
90844 POS - Pin Out Standard 1
90845 POS - Pin Out Standard 6
90847 PIS - Pin In Standard 1
90848 PIS - Pin In Standard 6
90850 POW - Pin Out Wide 1
90851 POW - Pin Out Wide 6
90853 TBLO - Tie Bar Lockout 1
90854 TBLO - Tie Bar Lockout 6

Brand Poles Model No. Type Catalog #  
(1/pkg)

ABB 1 S222 POS 90844
ABB 1 F374 POS 90844

ABB 1 S251, S261, 
S263 POS 90844

ABB 1 S272, S253 POS 90844
ABB 3 S253 POS 90844
AEG 2 E82S PIS 90847
Allen-Bradley 1,2,3 1492-CB1, 2, 3 POS 90844
Buschmat 1 S46 POS 90844
Clipsal 1 4CB116 POS 90844
Clipsal 3 4CB320 POS 90844
E-T-A 1 911225 PIS 90847
E-T-A 2 911220G POS 90844
FAZ 4 C16 POS 90844
FAZ 1 C16 POS 90844
GE Vynckier 3 Series E PIS 90847
GE Vynckier 3 Series G PIS 90847
GE Vynckier 4 Series E PIS 90847
GE Vynckier 1 Series G PIS 90847
GE Vynckier 16A 2 Series E PIS 90847
GE Vynckier C16, 16A 1 Series E PIS 90847
Hager 3 453717 POS 90844
Hager 2 MW216A POS 90844
Hager 4 MW620A POS 90844
Kapp 1 LS68 PIS 90844
Legrand 2 1935 TBLO 90844
Legrand 3 1980 TBLO 90844

Brand Poles Model No. Type Catalog #  
(1/pkg)

Legrand 4 1980 TBLO 90844
Legrand 2 4302 PIS 90847
Legrand 3 6469 PIS 90847
Legrand 1 1908 POS 90844

Merlin Gerin 3 C80A TBLO, 
POW

90850, 
90853

Merlin Gerin 2 B100A TBLO, 
POW

90850, 
90853

Merlin Gerin 1 C60N POS 90844
Merlin Gerin 1 C32N POS 90844
Merlin Gerin 2 C60N POS 90844
Merlin Gerin 4 C60N POS 90844
Merlin Gerin 3 C32N POS 90844
Merlin Gerin 3 C45AD POS 90844
Proteus 1 C16 POS 90844
Proteus 1 C6 POS 90844
Proteus 3 C6 POS 90844
Siemens 17U 2 5SQ12 TBLO 90853
Siemens 17U 3 5SQ13 TBLO 90853
Siemens 17U 4 5SQ16 TBLO 90853
Siemens 17U 1 5SQ11 POW 90850
Siemens C10 1 5SX1 POW 90850
Siemens C32 2 5SX1-2 TBLO 90853
Siemens C70 3 5SX13 TBLO 90853
Siemens L20A 2 5SN2-2 TBLO 90853
Sursum 3 EA53 PIS 90847
Wylex 2 WRS40/2 POS 90844
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Electrical Lockouts

Stopower™ Plug Lockouts
• Ideal for office equipment and other 

frequently locked out cords

• For use on 2 or 3 pronged polarized 
plugs

• Cord cannot be plugged in with 
Stopower™ in place

• Device cannot be removed without key

IEC Plug Lockout
• Ideal for preventing tampering with 

office equipment,computers, peripheral 
equipment and power supplies

• Block to prevent power going to the socket

• For plug style (C13-socket, C14-plug) 
which is common on computer equipment 
and peripherals.

3-In-1 Electrical Plug 
Lockout 
• Accommodates high and low-voltage 

plugs up to 3” in diameter and 5-1/2” 
in length

• 2 sliding top lids can be used 
individually or together to 
accommodate small, medium and 
large-diameter cords up to 1-1/4”

• Constructed of yellow thermoplastic

• Visual label supplied in  
English/Spanish bilingual format

Hubbell Plugout™ 
• Two sizes available to fit most heavy 

industrial plug applications

• Small version accepts plugs with 
maximum 2-3/4” diameter and 4-3/4” 
length with 1” cord

• Large version accepts plugs with 
maximum 4-1/2” diameter and  
10-3/20” length with 19/20” cord

Brady Electrical Plug 
Lockouts 
•  Plug lockouts prevent electrical plugs 

from being inserted into a wall outlet. 
Use when plug will not remain under 
the exclusive control of the person 
performing service or maintenance

• Constructed of rugged polypropylene

• Small 110V plug lockout:  
2”H x 2”D x 3-1/2”W with 1/2” dia. hole 
for cable

• Large 220/500V plug lockout:  
3-1/4”H x 3-1/4”D x 7”W with 1” dia. 
hole for cable

Electrical/Pneumatic Plug 
Lockout 
• Accommodates a large variety 

of electrical plugs up to 3-1/2” in 
diameter and 5” in length as well as 
male air hose connectors 

• Holes accommodate electrical cord or 
“necked down” pneumatic male fittings   
commonly attached to compressed air 
hose

• Works on 110V, 220V & 550V plugs  

• Constructed of durable polystyrene

NEW!

Catalog # Type
PLO23 3-in-1 Plug Lockout

Catalog # Type
65674 Small  110V Plugout
65675 Large 220/500V Plugout

Catalog # Type
PLO27E Electrical/Pneumatic Plug Lockout

Catalog # Type
65695 Small Plugout™ 
65968 Large Plugout™

Catalog # Type Qty.
65673 Red Stopower Plug (keyed different) 1
QB0033 Red Stopower Plug (keyed alike) 1

Catalog # Description Qty.
65392 Red Wall Switch Lockout 1
65696 Red Wall Switch Lockout 6
WSLO Clear Wall Switch Lockout 1

*Padlock not included

Catalog # Type Qty.
148081 Detachable Power Cord Plug Lockout 1

Wall Switch Lockouts
• Easy to install using existing switch screws

• 65392 & 65696 are highly visible red color and can lock switch in “on” or “off” position

• WSLO has a patented non-hinge design and is made of strong, clear polycarbonate
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Electrical Lockouts & Tools

Emergency Stop Safety 
Covers
• Permanently install over push/pull or 

twist-release emergency stops

• Durable metal bar locks button in the 
depressed (off) position when lock 
shackle is inserted

Fuse Lockout Device
•  Unique locking mechanism prevents 

device from being accidentally 
removed from fuse block

•  Available in two sizes for most 
commonly used fuses

Fuse Blockout Device
•  Use small blockout device to fit fuses 

1⁄4”, 9⁄32”, 13⁄32” & 9⁄16” in size

• Use large blockout to fit 13⁄16”, 11⁄16” 
& blade type fuses

AC Sensor
•  Selected by OSHA Electrical Technical 

Equipment Committee as the only 
instrument of its type for use by OSHA 
compliance officers to identify and cite 
electrical hazards of 50-1000 volts AC

• CAT IV rated and UL Listed

•  Patent #5,103,165

Safe-T-Grip® Fuse Pullers
•  Provides maximum convenience when 

removing or replacing cartridge fuses

• Notched handles for non-slip grip

•  Clearly marked amperage ranges

•  Exceeds MIL specifications

Universal Fuse Lockout 
• Designed to prevent the un-intended 

re-energization of an energy source 
through a fuse.

• Easy to use device fits most fuse 
holders between 20 and 400 amps

• Dimensions: 1.38”H x 0.59”W x 2.36”D

Push Button and E-Stop Safety Covers

• Temporarily prevent access to the 
ON/OFF and emergency stop buttons

• Universal fit for IEC & NEMA buttons 

• Features one-time installation of 
low profile base and removable, 
transparent covers which allow view 
of button position while cover installed

• Hinged eyelet accepts 
safety locks

• Each base supplied with 
1 yellow label, 1 red label 
and adhesive attachment

Catalog # Type
PBL6 Push Button Safety Cover - NEMA 30.5 mm
PBL8 Push Button Safety Cover - IEC 22.5 mm

Catalog # Description Qty.
65750 Fuse Lockout size 13⁄32” 6
65751 Fuse Lockout size 9⁄16” 6

Catalog # Description Qty.
65690 Small Fuse Blockout 6
65691 Large Fuse Blockout 6

Catalog # Description
65269 AC Sensor

Catalog # Type
PBL2 Emergency Stop Cover - NEMA 30.5 mm
PBL4 Emergency Stop Cover - IEC 22.5 mm

Catalog # Description
65279 5” long Fuse Puller for 9⁄32”–1⁄2” dia. fuses

65280 7-1⁄2” long Fuse Puller for 0-100A, 250V 
& 600V

Catalog # Description Qty.
873367 Universal Fuse Lockout - Red 1

Catalog # Base Description Cover Description Qty.
134018 Small Base (16mm button) Red Cover - Short 1
130819 Small Base (16mm button) Red Cover - Tall 1
130820 Medium Base (22mm button) Red Cover - Medium 1
130821 Large Base (30mm button) Red Cover - Medium 1
139793 Small Base (16mm button) Clear Cover - Short 1
139794 Small Base (16mm button) Clear Cover - Tall 1
139795 Medium Base (22mm button) Clear Cover - Medium 1
139796 Large Base (30mm button) Clear Cover - Medium 1
130822 Extra Bases - Small (16mm button) 5
130823 Extra Bases - Medium (22mm button) 5
130824 Extra Bases - Large (30mm button) 5

Push Button Cover NEMA 
30.5 mm (PBL6)

Emergency Stop Cover 
IEC 22.5mm (PBL4)

Push Button Cover 
IEC 22.5mm (PBL8)

Emergency Stop Cover 
NEMA 30.5mm (PBL2)

Push Button Safety Covers
• 104602: Clear Lexan hinged cover 

completely covers button, and 
prevents access. White legend plate 
included

• 104603: Clear Lexan & metal hinged 
cover completely covers button 
preventing access
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Gas & Air Lockouts

Pneumatic Quick-
Disconnect Lockout
• Isolates pneumatic energy without 

the expense and inconvenience of 
installing in-line lockout valves

•  Device is applied to the male 
fitting, isolating equipment from all 
compressed air sources

• Accommodates the majority of 1/4”, 
1/8”, 1/2” male fittings

•  Hole in center of device allows for 
permanent storage on an air hose 
and a loop on the side can be used to 
hang the hose and lockout device

• Accommodates padlock with up to 
1/4” shackle

Prinzing Gas Cylinder 
Lockout
• Prevents access to the main cylinder 

valve

• No need to match your lockout device 
to varying diameters and threads of 
cylinder caps

• Accommodates neck rings up to 3-1/2” 
diameter

• Easy and efficient installation saves 
you time

Snap Cap™ Gas Cylinder 
Lockout
• Designed to fit most North American 

high and low pressure gas cylinders 

• Meets DOT standards 

• Denies access to the main cylinder 
control and regulator attachment

• Powder coated welded steel 
construction is extremely durable

SMC Air Line 
Regulator Lockout
• Enables regulator to be locked in the 

on, off or throttled position

• Easy installation: remove snap cap, 
install lockout on regulator rod, snap  
 replacement cap on regulator

• Comes with lockout, cap and allen 
wrench. Padlock not included

Prinzing Cylinder Tank 
Lockout
• Used to lockout cylinder tanks, 

including propane tanks on fork trucks 
and stand alone propane tanks

• Apply with ease to prevent access to 
the valve handle

• Designed to fit in tight spaces

• Valve stem hole is 1.25” in diameter

• Made of rugged polystyrene plastic

Catalog # Description Qty.
64221 Pneumatic Lockout 1
65645 Pneumatic Lockout 6

Catalog # Description

64539 Lockout for Miniature SMC  
Models AR2000 / NAR2000

64540 Lockout for Intermediate SMC  
Models AR3000 / NAR3000

Catalog # Description
SD02M Cylinder Tank Lockout

Catalog # Description
LM023E Gas Cylinder Lockout 

Catalog # Description Color

90496 6.5” x 3-1/8” x 11 UN,  
High Pressure Fine Thread Yellow

95137 6.5” x 3-1/2” x 11 UN,  
Low Pressure Fine Thread Yellow

95138 6.5” x 3-1/8” x 11 UN,  
High Pressure Coarse Thread Yellow

95139 6.5” x 3-1/2” x 11 UN,  
Low Pressure Coarse Thread Yellow

Want to learn more 
about Lockout Tagout?

• Download the 5 Steps to an 
Effective Lockout Tagout 
Program Whitepaper

• View Brady’s full line of 
Lockout Tagout product 
solutions

BradyID.com/lockouttagout
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Lockout Training & Awareness Aids

OSHA Training Requirements:

•  Those who will perform servicing or maintenance 
(authorized employees) must be trained to:

-  Recognize hazardous energy sources and 
understand the energy type and magnitude 

-  Identify and properly operate the applicable 
energy-isolating devices 

-  Safely apply and remove Lockout Tagout 
devices

•  Those who operate the machinery or work in 
the area where LOTO is performed (affected 
employees) must be trained to:

-  Recognize when Lockout Tagout activities are 
in progress 

-  Understand the purpose of the energy 
control program and the importance of not 
tampering with Lockout Tagout devices when 
encountered in the workplace

•  Additional training is required when using tagout instead 
of lockout. See Section (C)(7)(ii) in the 1910.147 standard.

•  Employers must document when training took place, who 
attended, and the topics covered.  

•  Employees must be retrained under the following 
situations:

-  Employee assigned to new job

-  Change made to energy control policies or 
procedures

-  Machinery installed or modified, presenting a new 
hazard

-  Whenever the employer has reason to believe that 
there are problems with the employee’s understanding 
or use of the procedures

•  Authorized employees must undergo an annual review to 
ensure they fully understand their responsibilities under 
the program

Lockout Tagout 
Handbook
• 16-page training booklet with 

quiz instructs workers how 
to protect themselves from 
hazardous energy

Lockout Safety  
Training Booklet
• 16-page training booklet 

covers the basics of Lockout 
Tagout safety

Wallet Safety Cards
• Wallet size card contains 

important reminders for 
lockout safety

Prinzing Lockout  
Safety Poster
• Training poster reinforces 

your energy control program

• 18”H x 24”W, laminated on 
both sides

Available on DVD or USB

Lockout Tagout Safety Training Video: 
Global Best Practice Training
• Comprehensive training video features targeted regulatory and compliance content

• 5 languages included: English, Spanish, French, Portuguese, and Simplified Chinese

• Includes Instructor’s Guide, Employee Quiz and 25 min video that:
• Clearly defines and explains Lockout Tagout
• Overviews compliance standards and regulations from countries around the world
• Outlines an effective four-step Lockout Tagout program for employers 
• Covers important subtopics in-depth such as handling group lockout and shift changeovers
• Bonus Feature: 19 short installation videos on how to use some of 

the most common lockout devices

Catalog # Description Qty.
66219 English Handbook 10
63004 Spanish Handbook 10

Catalog # Description Qty.
2112-TEN English 10
2112 English 25
2112SP-TEN Spanish 10
2112SP Spanish 25

Catalog # Description
LOSP8 Lockout Safety Poster
LOSP8SP Spanish-language version

Catalog # Description
132426 LOTO Global Training Video DVD
132427 LOTO Global Training Video USB

833918
LOTO Global Training Video USB - European 
Supplies information in English, French, Dutch, German,  
Portuguese, Italian, Spanish, Turkish, Polish and Russian

Catalog # Description Qty.
LOSC13 English Card 10
LOSC13 BI English/Spanish Card 10
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Lockout Tagout Procedures

Brady Workstation Lockout Writer
Lockout Writer offers procedure templates, simple 
translation between set languages, easy-to-use 
image editing for callouts, and import capabilities 
from Lockout-Pro™ software. It also features drop 
down menus for navigation between hazards, energy 
sources and devices to help you create custom 
standards. In addition, it allows users to:

• Follow step-by-step procedure formatting to write 
procedures right the first time, every time

• Easily add photos to procedures for clear direction 
on lockout tasks

• Quickly print tags and labels by instantly pulling 
details from lockout procedures

Brady Safety Software and Services
With Brady Safety as a partner, you can create a world-class 
lockout program that is embedded into your safety culture. Our 
team offers a wide range of solutions to help you solve both 
your compliance and behavioral safety hurdles. Brady Safety 
Software and Services include:

• Lockout Machine Inventory Services

• Visual Lockout Procedure Writing Services

• Annual Lockout Procedure Audit

• Lockout Program Gap Analysis

• Lockout Program Development and Implementation

• Lockout Training Program Development

• Lockout Train-the-Trainer

• Lockout Safety Training 

• Link360® Software

To learn more about these services and to view additional 
lockout resources, visit BradySafety.com/solutions/lockout

Try out the Lockout Writer app today!

1. Download Brady Workstation 
at workstation.bradyid.com  

2. Add the Lockout Writer app 
into your workstation to start 
your free trial!

Additional label creation apps available. 
Visit workstation.bradyid.com to learn more!

NEW!
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